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Don’t get caught 

in the “no-parts-handy-in-the-lab” squeeze! 

With Motorola’s Rectifier HANDYLab Kit you can now 
have a broad assortment of “just right” rectifiers for virtually 
all lab and benchwork requirements ... at your fingertips . . . 
at less than half the cost of procuring the same devices in low 
quantity lots! 

Just by reaching for it, you can select any one of 84 popular, 
first-quality Motorola rectifiers and molded rectifier bridges, 
in ratings from 1 to 35 Amperes, 200 to 3,000 volts! 

ELIMINATES: delays in delivery of prototype quantities • 
hunting for misplaced devices • costly “small-order” requisi¬ 
tions • “odd-lot” inventory problems. 


Here's what you get in the 
Motorola Rectifier 
HANDYLab Kit... 


Type No. 

Ratings 

Amperes Vo its 

Quantity 
ii ICIt 

(1 *99 

Quantities} 

MR994 

RECTIFIERS 

0.25 3000 4 

31.80 

IN4003 

no 


8 . 

IliSSiiSs 

1N4004 


'400 1 



IN400? 




7,20 

IM72.1 




2.68 

1N4722 




7.75 



11 111 


25.40 

MR 1122 



4 

4,72 

MR 1,124 

12.0 



12,00 

MR1128 


800 : 


22,40 

IN1186 




13.80 

INI188 




23.40 

IN1190 

35.0 



27.60 

MDA920-4 


200 

III h ( 

4.50 

MDA920-S 

1.0 



4.80 

MDA942-3 

1.5 

I1II ; 


5.30 

MDA942-5 


400 



MDA952-3 

6.0 



' 4.45 

MDA952-5 

6.0 

400 



MDA962-3 

10.0 1 



4.85 

MDA962-5 

10.0 

38 ■ 1" : ■ 


6.40 

Totals 



,.84.,. 

. $234.10 

Value of Styrene Cabinet ... . 


,3.00 

TOTAL VALUE 



.$237,10 

Your Cost 




1I1BIII1S 

You Save . 




$142,60 



























SCHWEBER IS BIG ON 

Mepco Resistors 





OVER 17,000 DIFFERENT MIL ITEMS 
STOCKED IN DEPTH, INCLUDING FOR 
THE FIRST TIME ANYWHERE, THE 
±25 PPM/ C, CHAR. E. RESISTORS 







THESE 








MEPCO 



To “C” Characteristics 
To “E” Characteristics 





METAL FILM 

m 

RESISTORS 


TO MEET 

o 

MIL R-10509D 

© 

±50 PPM/°C 

"5 

±25 PPM/°C 

c 


AVAILABLE STYLES L - D 

RN 55 Xo WATT 49.912 thru 100K12 .26"-.093" 

RN 60 'A WATT 49.9 12 thru 499K 12 .395"-.13" 

RN 65 y A WATT 49.9 12 thru 1 Meg 12 .59"-.238" 

RN 70 V 2 WATT 24.9 12 thru 1.5 Meg 12 .75"-.245" 


STANDARD DECADE* VALUES IN MIL R-10509D 


OHMS 

OHMS 

OHMS 

OHMS 

OHMS 

OHMS 

10.0 

14.7 

21.5 

31.6 

46.4 

68.1 

10.2 

15.0 

22.1 

32.4 

47.5 

69.8 

10.5 

15.4 

22.6 

33.2 

48.7 

71.5 

10.7 

15.8 

23.2 

34.0 

49.9 

73.2 

11.0 

16.2 

23.7 

34.8 

51.1 

75.0 

11.3 

16.5 

24.3 

35.7 

52.3 

76.8 

11.5 

16.9 

24.9 

36.5 

53.6 

78.7 

11.8 

17.4 

25.5 

37.4 

54.9 

80.6 

12.1 

17.8 

26.1 

38.3 

56.2 

82.5 

12.4 

18.2 

26.7 

39.2 

57.6 

84.5 

12.7 

18.7 

27.4 

40.2 

59.0 

86.6 

13.0 

19.1 

28.0 

41.2 

60.4 

88.7 

13.3 

19.6 

28.7 

42.2 

61.9 

90.9 

13.7 

20.0 

29.4 

43.2 

63.4 

93.1 

14.0 

20.5 

30.1 

44.2 

64.9 

95.3 

14.3 

21.0 

30.9 

45.3 

66.5 

97.6 


* Example 49.9 means available in the following decades: 49.9 o, 499 o 
4990 Q, 49,900 Q 499,000 Q. 

(See minimum and maximum resistance.) 

All above types available in ±1%, ±.5%, ±.25%, ±.1% Tolerance. 
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fAdd suffix letter “G” to type number for T0-5 package, “F” for flat package. (Slightly higher priced). *flat pkg. only. 

New J-K Flip-flop — Quad 2-input Gate — Dual 3-Input Gate — Line Driver 
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NEW! 

n 


solid state 
microminiature 
ceramic 
capacitors 


-mm 


Now In Stock! 



SCHWEBER 
ELECTRONICS 
WESTS U RY 
NEW YORK 11591 
516/ED 4-7474 



Now In Stock! 




TYPE NO. 


VLO2BX102 — 
152 — 
222 - 
332- 
472 - 
682- 
103 — 

K= 10% 


1000 Picofarad 
1500 Picofarad 
2200 Picofarad 
3300 Picofarad 
4700 Picofarad 
6800 Picofarad 
10,000 Picofarad 

M = 20% 



actual size 


The "Vitramon V-LAM®" Ceramic Capacitor represents 
a completely new concept in solid state design and per¬ 
formance. High quality ceramic dielectric and precious 
metal electrode materials are built up in alternate layers 
and molecularly fused to form a dense, homogeneous 
unit. This exclusive process, applied for the first time to 
a tubular capacitor, gives these tiny components a rugged¬ 
ness and stability not previously available in capacitors 
of this type. Designed for applications where capacitance 
varies appreciably with changes in temperature, voltage 
and frequency, the "V-LAM" Capacitor is ideal for cou¬ 
pling and by-pass applications. Because of its geometric 
shape it is readily usable in cordwood packaging. 
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